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Remove the cable-end sleeve from brake wire. 

Replacing brake cable
Rollator Nitro
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There are 2 methods to change the brake cable at rollator Nitro. For the 1st method you need a 4 mm Allen 
wrench as well as a Phillips head screwdriver. Also there is a insulating tape required and about 150 cm long 
piece of string or cables (max. diameter = 4 mm). The 2nd method requires a 4 mm Allen wrench as well as 
a Phillips head screwdriver and a long, thin long-nosed pliers. 
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Methode 1 

 Loosen the cable fastener with a 4mm Allen wrench 
and remove.

Remove the brake cable 
from the cable adjuster 
and spring.

Remove the cable from 
the cable guides.

Tape a 5’ length of cord to as much or the brake ca-
ble as possible. Do not tape the cord to the cable 
housing. Do not make the taped section wider then 
the cable housing.

 Grasp the handgrip and twist left and right to remove. Remove the screw holding the brake handle onto the 
handle bar using a Phillips screw driver. Remove the 
brake handle.
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 Remove the three screws 
holding the handle bar 
housing to the handle 
bar frame using a Phil-
lips screw driver. Sepa-
rate the two half’s of the 
brake handle to remove 
them from the hand bar.
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Pull up on the cable and 
guide it through the hole 
in the lower frame. Con-
tinue pulling until it is out 
of the frame.  Make sure 
the cord is not pulled into 
the frame.

Remove the cord from 
the old brake and tape 
the cord to the cable of 
the new brake. Do not 
tape the cord to the cable 
housing. Do not make 
the taped section wider 
then the cable housing.

 Pull the cord until the brake 
cable comes through the 
bottom of the frame.

Attach the handle bar 
housing back onto the 
frame.  The largest of the 
three screws goes into 
the center hole.

Slide the brake handle 
on to the handle hous-
ing.  As the brake is slide 
forward pull on the brake 
cable coming out of the 
lower frame. Screw the 
brake handle in place.

Slide the hand grip on to 
the handle bar.

Slide the brake cable 
thought the two lower 
cable guides.
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Slide the brake cable 
through the cable adjust-
er and spring.

Slide the cable fastener on to the cable until the brake 
blade is about 1/8” from the wheel.

Tighten the cable fas-
tener.

Push any excess brake 
cable in to the hole in the 
lower frame.

 Use the cable adjuster to make any needed adjust-
ments to the brake.  If the brake can not be adjusted 
to engage the wheel, loosen the cable faster and re-
position as needed.
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Methode 2 
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 Remove the crimp fitting 
at the end of the brake 
cable.

Loosen the cable fastener with a 4mm Allen wrench 
and remove.

 Remove the brake cable 
from the cable adjuster 
and spring.

Remove the cable from the cable guides. Grasp the handgrip and twist left and right to remove.

Remove the screw holding the brake handle onto the 
handle bar using a Phillips screw driver. Remove the 
brake handle.

Remove the three screws 
holding the handle bar 
housing to the handle 
bar frame using a Phil-
lips screw driver. Sepa-
rate the two half’s of the 
brake handle to remove 
them from the hand bar.

Pull up on the cable and 
guide it through the hole 
in the lower frame. Con-
tinue pulling until it is out 
of the frame.
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Push the new brake ca-
ble down until the brake 
cable can be seen in the 
cable hole in the bottom 
of the frame. 

Using a long needle nose pliers grasp the brake ca-
ble through the cable hole and pull the cable out of 
the frame.

18

 Attach the handle bar 
housing back onto the 
frame.  The largest of the 
three screws goes into 
the center hole.
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Slide the brake handle 
on to the handle hous-
ing.  As the brake is slide 
forward pull on the brake 
cable coming out of the 
lower frame. Screw the 
brake handle in place.

Slide the hand grip on to 
the handle bar.

 Slide the brake cable 
thought the two lower 
cable guides.

Slide the brake cable 
through the cable adjust-
er and spring.

Slide the cable fastener on to the cable until the brake 
blade is about 1/8” from the wheel.

Tighten the cable fas-
tener.

Push any excess brake 
cable in to the hole in the 
lower frame.

Use the cable adjuster to make any needed adjust-
ments to the brake.  If the brake can not be adjusted 
to engage the wheel, loosen the cable faster and re-
position as needed.

Ihr Fachhändler – Your specialist Dealer: 
dealerdealer

Drive Medical GmbH & Co. KG • Leutkircher Straße 44 • D-88316 Isny/Allgäu • Germany 
info@drivemedical.de • Tel.: +49 7562 9724-0 • Fax: +49  7562 9724-25 

Stand / As per: 13. Oktober 2014  -  Irrtum und Änderungen vorbehalten / Subject to error and change


